US009049041B2

a2 United States Patent
Lida et al.

US 9,049,041 B2
Jun. 2, 2015

(10) Patent No.:
(45) Date of Patent:

(54) METHOD AND SYSTEM FOR DISTRIBUTED (56) References Cited
INITIATION OF USB OVER NETWORK DATA
PLANE CONNECTIONS U.S. PATENT DOCUMENTS
6,219,736 B1* 4/2001 Klingman .................... 710/315
(75) Inventors: Eyran Lida, Kfar Ha-Oranim (IL); Aviv 6,738,856 Bl : 5;2004 Millely et al~1 . 71073 1/5
6,785,807 Bl 8/2004 Aguilaretal. ........ccceeei. 713/2
Salamon, Raanana (IL) 6.898.660 B2 52005 Engler
7,418,524 B2 8/2008 Bee_lsley etal.
(73) Assignee: Valens Semiconductor Ltd., Hod 7,502,878 Bl 3/2009 Wright
Hasharon (IL) 7,587,536 B2* 9/2009 McLeod ......cccocovvriiiennns 710/65
7,644,211 B2 1/2010 Toebes et al.
7,769,941 B2 8/2010 Huang et al.
(*) Notice:  Subject to any disclaimer, the term of this 200 57/671937{2‘;‘9‘ izl 2%8 (1)(5) [Sj;tr:;z
patent is extended or adjusted under 35 2007/0016714 Al*  1/2007 Huotari etal. ... 710/313
U.S.C. 154(b) by 290 days. 2007/0245058 Al 10/2007 Wurzburg et al.
2007/0255883 Al 112007 Ulenas
2007/0294456 Al* 12/2007 Chanetal. ......ccoee 710/313
(21) Appl. No.: 13/354,258 2008/0231235 Al*  9/2008 Thijssen . 320/138
2008/0320180 Al* 12/2008 Manabe 710/33
. 2010/0042767 Al 2/2010 McLeod
(22) Tiled: Jan. 19, 2012 2010/0052620 Al*  3/2010 Wong ...... . 3201137
2010/0082872 Al* 4/2010 Fleming .......... .. 710/310
. s 2010/0115145 Al* 5/2010 Banerjeeet al. ................ 710/10
(65) Prior Publication Data 20100205463 AL* 82010 Magnusson ....... - 713/300
US 2013/0024578 Al Jan 24, 2013 2013/0282928 Al* 10/2013 Winesteinetal. ............... 710/5
* cited by examiner
.. Primary Examiner — Henry Tsai
Related U.S. Application Data Assistant Examiner — Aurangzeb Hassan
(63) Continuation-in-part of application No. 13/169,877, (57) ABSTRACT
filed on Jun. 27, 2011. Connecting USB devices with USB hosts over a network
(60) Provisional application No. 61/358,917, filed on Jun. supporting dl.stnbut.ed 1n1t1at10ns.0f usB connections over
27, 2010, provisional application No. 61/434,431 the network, including the following steps: Connecting non-
ﬁlé d on jan 19. 2011. provisional a licationj No’ collocated USB hosts with respective non-collocated USB
61/435.375 'ﬁle d’ on JaI; g 42011 PP ’ host adaptors (USBHs), according to USB specification tim-
i e ’ ings. Connecting non-collocated USB devices with respec-
tive non-collocated USB device adaptors (USBDs). Enabling
(51) Int.Cl the USBDs and the USBHs to communicate over the network
o and to discover the presence and capabilities of one another.
HO4L 12/28 (2006.01) Initiating, by the USBDs or the USBHs, via the network
g, by
(52) US.CL control plane, USB-over-network-data-plane connections
CPC ....... HO4L 12/2838 (2013.01); HO4L 12/2832  between the USB devices and the USB hosts. And operating
(2013.01); HO4L 2012/2849 (2013.01) atleasttwo of the USB-over-network-data-plane connections
(58) TField of Classification Search essentially simultaneously and without any common network

None
See application file for complete search history.

node.

30 Claims, 27 Drawing Sheets

P '/‘a"' "’."
a7
p )
|
RATAN

USBD 2

44b

43a

USB
Device

43a

Device

Device



U.S. Patent Jun. 2, 2015 Sheet 1 of 27 US 9,049,041 B2

USB USB
112~ Host Host [~11b

USB
Hub
13a~"Y Device / u \
USB USB
130 Device Device 13c

FIG. 1



U.S. Patent

Jun. 2, 2015

Sheet 2 of 27

Host

Hub 1

US 9,049,041 B2

Hub 3
Hub Dev 7
Dev 5 Dev 6

FIG. 2A




U.S. Patent

Jun. 2, 2015

Dev 3

Dev 4

Dev 2

Sheet 3 of 27

Host

Hub 1

US 9,049,041 B2

HDBaseT Hub

N

Hub 3 Dev 8

4

Hub

A

%

Dev 7

Dev 5

Dev 6

FIG. 2B



US 9,049,041 B2

Sheet 4 of 27

Jun. 2, 2015

U.S. Patent

sSwg|

SS2.PPY
ot
AV A0V
(SSGIPPE G5 0)SSEIPPYIOS | (SSSIPPE [290] ‘0)SSaIPPYISS |
“ Jo1duosaganina(Q J01dlDsaadIne(
lneyeQ . . . .
(0)10)duosagadine1eD (0)101duosagadinelen >
~ snjejsuod snjejsod
{vod {podesor SSoTpPE gy T8I0
|e21607'qNH- 1)SNieISHOd1eD SNRISHOdIoD
“ smeislod sSmejsliod
1888y {rod (Hod [eo0['sSaippe qny [e20)) ™)
|e21607'qNH- 1)SN1EISHOd19D SN}eISHo4190
>
(1Mod [e21607‘aNH- L )1esayod HOG [EI0] 559l
any [eao|ieseyuod
‘l ||||||||||||||||||
snjejsuod
0 < (Wod g
asomoy | seuppy [e01607'gNH- 1)SNie}SHOd1eD
< sbueyD smeig anp-L
1sonbal >
abuey) snieis qnH-L < 1
selelg auuon Mod 9sn
odneQ 1SOH 9SN HASN
[BNUIA

assn

£ "OId



U.S. Patent

Jun. 2, 2015

Sheet 5 of 27

uUsSB

41a~" Host

US 9,049,041 B2

USB
Host

™~~41b

43a"

USB
Device

FIG. 4A

USB

Device

'~\~43b




U.S. Patent

Jun. 2, 2015 Sheet 6 of 27

41a~" Host

USB

US 9,049,041 B2

USB
Host

™\—41b

43a~"

USB
Device

FIG. 4B

usB

Device

\~43b




U.S. Patent

Jun. 2, 2015 Sheet 7 of 27

A1a USB

Host

43a~

USB
Device

FIG. 4C

US 9,049,041 B2

USB
Host

™~41b

USB

Device

\43b




U.S. Patent

Jun. 2, 2015 Sheet 8 of 27

41a~"Y Host

USB

US 9,049,041 B2

USB
Host

™~~41b

usB

Device

43a~"

USB
Device

FIG. 4D

USB
Device

™~~43b




U.S. Patent

Jun. 2, 2015 Sheet 9 of 27

41a~" Host

USB

US 9,049,041 B2

UsB
Host

™\~41b

USB

Device

43a~

USB
Device

FIG. 4E

USB
Device

'~~43b




U.S. Patent

Jun. 2, 2015 Sheet 10 of 27

412~ Host

USB

US 9,049,041 B2

UsB
Host

\~41b

USB

Device

43a~

USB
Device

FIG. 4F

USB
Device

\~43b




U.S. Patent

41a~"7 Host

Jun. 2, 2015 Sheet 11 of 27

USB

US 9,049,041 B2

UsSB
Host

\~41Db

43a~

USB
Device

USB

Device

\~43b

FIG. 4G



U.S. Patent Jun. 2, 2015 Sheet 12 of 27 US 9,049,041 B2

5a1 N Connect USB hosts with USBHs
5a2 N Connect USB devices with USBDs

'

Discover presence and capabilities of USBDs, USBHs, USB
hosts, and USB devices

!

Initiate first, second, and third USB-over-network-data-plane

5a3 N

5a4 N connections
545 Operate the first and third USB-over-network-data-plane
as connections without a common network node
FIG. 5A
5b1 N Connect USB hosts with USBHs
5b2 AN Connect USB devices with USBDs

!

5b3 N Enable each USBD to communicate with each USBH

!

Initiate first, second, and third USB over network

b4 A connections
Operate the first and third USB connections over the
5b5 N

network without a common network node

FIG. 5B



U.S. Patent Jun. 2, 2015 Sheet 13 of 27 US 9,049,041 B2

501 Connect non-collocated USB hosts with non-collocated
1N USBHs

!

500 Connect non-collocated USB devices with non-collocated
C2 N USBDs

!

Enable USBDs and USBHs to discover presence and

5¢3 AN capabilities of one another
5cd Initiate, via network control plane, first, second, and third
C4 USB-over-network-data-plane connections
Operate the first and third USB-over-network-data-plane
5¢c5 N

connections without a common network node

FIG. 5C

541 Connect non-collocated USB hosts with non-collocated
N USBHs

!

Connect non-collocated USB devices with non-collocated

5dZ N USBDs
Enable the USBDs and the USBHs to communicate over a
5d3 N non-USB network
Receive, by a USBD, information about a USB host, and
5d4 N

initiate a USB-over-network connection

FIG. 5D



U.S. Patent Jun. 2, 2015 Sheet 14 of 27 US 9,049,041 B2

1 Connect non-collocated USB hosts with non-collocated
5e1 A USBHSs

!

5o Connect non-collocated USB devices with non-collocated
e USBDs

!

Enables the USBHs and the USBDs to communicate and

5e3 N discover one another over a non-USB network
Receive, by a USBH, information about a USB device, and
5e4 N

initiate a USB-over-network connection

FIG. 5E

561 Connect non-collocated USB hosts with non-collocated
l USBHs

!

52 Connect non-collocated USB devices with non-collocated
) USBDs

!

53 Enable each USBH to discover presence and capabilities of
) each USBD

!

Initiate USB-over-network connections between the USB

5t A hosts and USB devices
Add, by USBHSs, network addresses of the USBDs to USB
5f5 N

packets

FIG. 5F




U.S. Patent Jun. 2, 2015 Sheet 15 of 27 US 9,049,041 B2

591 N Discover USB hosts by USBHs

!

Use partial USB enumeration to read USB device
descriptors from USB devices by USBDs

!

5g3 N Forward the USB device descriptors to the USBHs

!

Initiate, by the USBDs or the USBHSs, USB-over-network
connections based on the USB device descriptors

5g4 N

FIG. 5G



U.S. Patent Jun. 2, 2015 Sheet 16 of 27 US 9,049,041 B2

T
/f‘/ \\
3\ Attached |
PPl Ji
// \\’1.., B ‘//’ \\‘
il \‘
*\
: Hub Reset \g
| Deconfigureg “onfigured)
!
\ / P
\ o f o RN
\ / N il BU&S%‘EW’K A
e \{‘ Inactive | Suspended |
| Powsred *\ /
-y L( Bus Activily N Vi
!/' e \ i *"‘:';_h_' e
Power T N
) t
interruption/ - /ﬁ/esei j .
! i / I N
4 W — § - .
A S Bus ~aT TN
< 7 : & -
/;-“74[ Inactive ! YN
SN /| Defaut L | Suspended AN
- A . L.
RESQi ..-"') \}/ '\\\ .‘,4& \ BUS ACtIVity ’35‘ / \\
/ - — & It o 3
rl‘ e _‘-/ [ \"'h,_“_"/
6a1 [ / Address | \
] / Assigned | y
\ f A v—-ﬂ”“‘""‘""‘“—»-.____‘ .. H
\\ | f// ™ /1:7[ Bus ‘/ h \\ ]%1
A ( [ 7 Inactive ! s |
. _+ Address !;fi\ '\Suspenﬁeﬁ ] ]
-~ i - L § i
% ~ *\ e \\Bus Ac‘uvsty S/ fl
/ e /
B2 _Ir AT Dewce_i —— —— —— — o— — —f‘
\ Deconfigured Configured | } ’f
'y B N e ST
\ N/ e YN /
\ - - Inactive l /

ﬁ\ Configurad 5‘
\\ "‘. B - {50 B
. us Aotivity P J

\\\ _./J i ot \'\ﬁ__“ __a-'/’j/

e — s
e



US 9,049,041 B2

Sheet 17 of 27

Jun. 2, 2015

U.S. Patent

I
3
L

(

T

-

-

/!
"

.

/ \\.ﬁmSmmcomw ,
.. ‘papusdsng

o~

—.

o

.

SSOIPPY

Hnejeq
‘pepuadsng

I

.

.,

suinsay Hog

/
1
J

>

ot

puadsng Hod

- T T T T T T T T T T Tpainbyua
ao1neQg

guingay Ho4d

o,

kY

‘pApUIASNS iy

pusdsng Uog

alinsay Lod

el
-

| painByuo)

.

o e,
e

.‘ \
!

J
-

e

pamnbyuooeg

SOIABG

( ssappy )

.,
[

‘-

puadsng Wod

— -

poubissy
SSBIRPY

ST eV

[njesa0ons
Buiugea | ¥l

49 "Old

1898

oS 18Ye
ABACDEY SHXS WL

/



U.S. Patent Jun. 2, 2015 Sheet 18 of 27 US 9,049,041 B2

Network

Controller

FIG. 6C



U.S. Patent

Jun. 2, 2015 Sheet 19 of 27 US 9,049,041 B2

address

{SID, local address}

USBD 1

local address

FIG. 6D



U.S. Patent Jun. 2, 2015 Sheet 20 of 27 US 9,049,041 B2

{T-Hub address, logical port}

{SID, hub local address, local port}

USBD 1

{hub local address, local port}\

FIG. 6E



US 9,049,041 B2

Sheet 21 of 27

Jun. 2, 2015

U.S. Patent

T sSmnRe Qb NIV LSd12

=

A

{tyss0sppe GVAMYHEONYH

=

Oy SARIPE Grig g

(T2 LY
{'ssesppe QUG

[

osssIppE gNyiv LYo

¥

d —— -
(aod oo U0 1Y3d 1M0d ¥YE10
In'$38pne Gralidf i 3s

i

{n'ssaippe Gy

B0 ik

(uod} NIYLS bH0d 13D
(o ssaippe Qign L3S

TB0H

SNIVES

Vi

#1435

L"OIA



US 9,049,041 B2

Sheet 22 of 27

Jun. 2, 2015

U.S. Patent

uod gny sapsurRyy
SSRIDPE 1200} 5981 (JHSN m
e pod {00 BMIBDOSERED HYSH
~
.}n..azf.r!(..i,f a.-r(!..,.;./...\.
) NS "
" (BADLIB) SIBISHCH
{pBADLIB SIBISLICH -
s 722, v a1 213, s gprs 78 o0 0 s v s . s s s im0 Y o
P BBUBGY SMES gAH 1 aBesseny sBueun SMIBIS B0
sanbas abusyn smes anpy e
e - : » ) jsenbos pod soye ebusyn
(parsLa} SHBISHO smiEs gny seuanbas Ogsn
ST — «ﬁD&m@UQuuwmmhnm ........................ .
any eosjlsngisuogiee F U 1230] s88IpE qnly jBGoY)  F
FRISOLINGy {104 oS0 g - LISNBISU0 185
phusl) SIS qng- L -
st
wanbol eBUBEYy MBS Q-4
-
afusss 1 SRS |
- BB SRS T = sapy pHUBYD SNIBIS HOd
1Eanbas shusy SNIBIS O
GnH agsn HES0

1504 950

8 "OIA



6 "Old

US 9,049,041 B2

SORERIPDE BOM 5884 QgSN

Sheet 23 of 27

Jun. 2, 2015

U.S. Patent

- O G0 Loy
S@ONDD SHADLESS APBOLIA HESH

s
o

-~

s -

T

aroes Bownerl 8sn

{posnwas) SMBISLIod

[1i0¢f (Bo0] SSBIPE
G (B DOHSTRRID LIS

" SRES BRES TR > ﬁ,mumﬁm O} PRADBLILEG BLICI)
TBBnbo] BB STELS i afiessapy ebueyg smeig oy

4nH a8sn HYE0 1BOH 28N



U.S. Patent

Jun. 2, 2015

Sheet 24 of 27

Hu

/

Dev 1

N

Host

Dev 2

FIG. 10

US 9,049,041 B2



U.S. Patent

US 9,049,041 B2
Sheet 25 of 27
USBD
USBH
\OUTy DATAO
\\OUT Token.»
-DATAO paCket»
11 P
F P
ACK, DATAO
«—
USBD
USBH
A \\OUT TOken.»
~—~DATAQ packetim.
kACK/
-.g \OUT, DATAO
OEJ \\OUT Token—pm.
= 0/_DATAO Packeipe.
ACK, DATA ACK/
«—
v \OUT, DATA1>< FIG. 1 2
cK DATAD
ACK,
-«

Jun. 2, 2015




U.S. Patent

-timeout--=-==s====--

FIG. 13

Jun. 2, 2015

Sheet 26 of 27

USBH

USBD

N Token—py.
| @-DATAO packe”

~ACK -

FIG. 14

/
DATAD

US 9,049,041 B2

USBD

N Token»
| @-DATAO paCker™

~ACK —




U.S. Patent Jun. 2, 2015 Sheet 27 of 27 US 9,049,041 B2

USBH usSBD

§SETUP TOken»

FIG. 15 [ PATAO packeqpm.

- P\CK/

MASTER
81
Not Connected to
active USBH Cor)nected to
active USBH

7

FIG. 16



US 9,049,041 B2

1
METHOD AND SYSTEM FOR DISTRIBUTED
INITIATION OF USB OVER NETWORK DATA
PLANE CONNECTIONS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a Continuation In Part of U.S. applica-
tion Ser. No. 13/169,877, filed Jun. 27, 2011, which claims
the benefit under 35 U.S.C. 119(e) of U.S. Provisional Patent
Application No. 61/358,917, filed Jun. 27, 2010. This appli-
cation also claims the benefit of U.S. Provisional Patent
Application No. 61/434,431, filed Jan. 19, 2011, and U.S.
Provisional Patent Application No. 61/435,375, filed Jan. 24,
2011.

BACKGROUND

The Universal Serial Bus (USB) 2.0 specification defines
the communication between one USB host andup to 127 USB
devices connected in a tiered-star topology. USB hubs are
included in the tiers, allowing branching into a tree structure
with up to five tier levels. A USB host may have multiple host
controllers, and each host controller may provide one or more
USB ports. The USB devices are linked in series through
hubs, and the USB host manages the bus.

When a USB device is first connected to a USB host, the
USB device enumeration process is started. The enumeration
starts by sending a reset signal to the USB device. The data
rate of the USB device is determined during the reset signal-
ing. After reset, the USB device’s information is read by the
host and the device is assigned a unique seven-bit address. If
the device is supported by the host, the device drivers needed
for communicating with the device are loaded and the device
is set to a configured state. If the USB host is restarted, the
enumeration process is repeated for all connected devices.
The host controller directs traffic flow to devices, so no USB
device can transfer any data on the bus without an explicit
request from the host controller. In USB 2.0, the host control-
ler polls the bus for traffic, usually in a round-robin fashion.

The USB standard is limited to 5 meter long cables, and
other known solutions do not operate over a network having
multiple USB hosts and distributed control. Therefore, there
is a need for a network having multiple USB hosts, multiple
USB devices, edge initiating of USB connections, edge
addressing of USB packets, bandwidth allocation, and/or
combinations thereof.

BRIEF SUMMARY

In one embodiment, a method for connecting USB devices
with USB hosts over a network supporting distributed initia-
tions of USB connections over the network, the method com-
prising: connecting first and second non-collocated USB
hosts with respective first and second non-collocated USB
host adaptors (USBHs); the USB hosts communicate with
their respective USBHs essentially according to USB speci-
fication timings; connecting first, second, and third non-col-
located USB devices with respective first, second, and third
non-collocated USB device adaptors (USBDs), essentially
according to USB specification timings; enabling the USBDs
and the USBHs to communicate over the network; the net-
work comprises network control plane and network data
plane; the network control plane enables the USBDs and the
USBHs to discover presence and capabilities of one another;
initiating, by the first USBD or the first USBH, via the net-
work control plane, a first USB-over-network-data-plane
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connection between the first USB device and the first USB
host, via the first USBH and the first USBD; and initiating, by
the second USBD or the first USBH, via the network control
plane, a second USB-over-network-data-plane connection
between the second USB device and the first USB host, via
the first USBH and the second USBD; initiating, by the third
USBD or the second USBH, via the network control plane, a
third USB-over-network-data-plane connection between the
third USB device and the second USB host, via the second
USBH and the third USBD; and operating the first and third
USB-over-network-data-plane  connections  essentially
simultaneously and without any common network node.

In another embodiment, a network configured to support
distributed initiations of USB connections, comprising: first
and second non-collocated USB hosts configured to connect
with first and second non-collocated USB host adaptors (US-
BHs), respectively; the USB hosts communicate with their
respective USBHs essentially according to USB specification
timings; first, second, and third non-collocated USB devices
configured to connect with first, second, and third non-collo-
cated USB device adaptors (USBDs), respectively, and essen-
tially according to USB specification timings; wherein the
USBDs and the USBHs communicate over the network; the
network comprises network control plane and network data
plane; the network control plane configured to enable the
USBDs and the USBHs to discover presence and capabilities
of'one another; the first USBD or the first USBH is configured
to initiate, via the network control plane, a first USB-over-
network-data-plane connection between the first USB device
and the first USB host, via the first USBH and the first USBD;
and the second USBD or the first USBH is configured to
initiate, via the network control plane, a second USB-over-
network-data-plane connection between the second USB
device and the first USB host, via the first USBH and the
second USBD; and the third USBD or the second USBH is
configured to initiate, via the network control plane, a third
USB-over-network-data-plane connection between the third
USB device and the second USB host, via the second USBH
and the third USBD; wherein the first and third USB-over-
network-data-plane connections operate essentially simulta-
neously and without any common network node.

BRIEF DESCRIPTION OF THE DRAWINGS

The embodiments are herein described, by way of example
only, with reference to the accompanying drawings. In the
drawings:

FIG. 1 illustrates a multi host USB network in accordance
with some of the disclosed embodiments;

FIG. 2A illustrates a multi-tier example of a USB network
in accordance with one embodiment;

FIG. 2B illustrates a flattened version of the USB network
illustrated in FIG. 2A;

FIG. 3 illustrates a USB connection between a USB device
and a USB host;

FIG. 4A illustrates one embodiment for connecting USB
devices with USB hosts over distinct network data plane;

FIG. 4B illustrates one embodiment for connecting USB
devices with USB hosts over distinct network paths;

FIG. 4C illustrates one embodiment for connecting USB
devices with USB hosts over a network supporting distributed
initiations of USB connections over the network;

FIG. 4D illustrates one embodiment for initiating, by USB
device adaptors, USB connections over a non-USB network;

FIG. 4E illustrates one embodiment for initiating, by USB
host adaptors, USB connections over a non-USB network;
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FIG. 4F illustrates one embodiment for addressing, by
USB host adaptors, packets conveying USB data over a non-
USB network;

FIG. 4G illustrates one embodiment for initiating a USB-
over-network connection based on partial USB enumeration;

FIG. 5A illustrates one flow diagram for connecting USB
devices with USB hosts over distinct network data plane;

FIG. 5B illustrates one flow diagram for connecting USB
devices with USB hosts over distinct network paths;

FIG. 5C illustrates one flow diagram for connecting USB
devices with USB hosts over a network supporting distributed
initiations of USB connections over the network;

FIG. 5D illustrates one flow diagram for initiating, by USB
device adaptors, USB connections over a non-USB network;

FIG. 5E illustrates one flow diagram for initiating, by USB
host adaptors, USB connections over a non-USB network;

FIG. 5F illustrates one flow diagram for addressing, by
USB host adaptors, packets conveying USB data over a non-
USB network;

FIG. 5G illustrates one flow diagram for initiating a USB-
over-network connection based on partial USB enumeration;

FIG. 6A illustrates possible partial enumeration break-
points on the USB device state diagram of USB Specification
Revision 2.0;

FIG. 6B illustrates possible partial enumeration break-
points on the USB device state diagram of USB Specification
Revision 3.0;

FIG. 6C illustrates an alternative use of partial enumera-
tion;

FIG. 6D illustrates one example of a USB device address
translation;

FIG. 6E illustrates one example of translating a specific
USBH port command to a corresponding USBD port;

FIG. 7 illustrates one implementation;

FIG. 8 illustrates one embodiment of a USB device
removal;

FIG. 9 illustrates the process of disconnecting a hub that
also causes disconnection of all devices located downstream
to it;

FIG. 10 illustrates a hub connected to two USB devices;

FIG. 11 illustrates an OUT transaction where the USBH
sends the USBD a DATAO0/1 USB packet;

FIG. 12 illustrates a situation where a DATAO packet is
sent, the response is delayed beyond the timeout period, and
the USBH resends the DATAO packet;

FIG. 13 illustrates an IN transaction;

FIG. 14 illustrates delayed incoming DATAO causing the
USBH to resends IN token;

FIG. 15 illustrates one embodiment; and

FIG. 16 illustrates USBD states.

DETAILED DESCRIPTION

FIG. 1 illustrates a multi host USB network in accordance
with some of the disclosed embodiments. The USB network,
designated by the cloud, includes multiple USB Host adap-
tors (USBH) 124 and 125, and USB Device adaptors (USBD)
14a, 14b. In one embodiment, the characteristics of the USB
network are similar to the characteristics of the Ethernet
network. In one embodiment, the USB network is imple-
mented over an Ethernet network. Optionally, USB devices
13a, 1354, and 13¢ are connected to the USB network via the
USBDs, and several USB devices may be connected to the
same USBD via a standard USB hub. Optionally, USB hosts
11a, 115 are connected to the USB network via the USBH.
The USB network provides multiple point-to-multipoint con-
nections, where a single USB host can connect to several USB
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devices over the USB network. In some embodiments, a USB
device can only be connected to a single host at a given time.

In some embodiments, the USBH adaptor has from the
network side at least one RJ45 port, and from the USB host
side a single USB upstream port, designed to be connected to
the USB Host. The USBD adaptor has from the network side
at least one RJ45 port, and from the USB device side at least
one downstream port, designed to be connected to the USB
device(s), where the USB device may optionally be ahub. The
hub may be connected to multiple USB devices, some of
which may be hubs themselves. A USBD may connect dif-
ferent USB devices to different USBHs. The USBH is con-
nected to a USB host may present itself as a standard USB 2.0
hub with multiple ports. When a device connected to a USBD
is to be connected to the USB host, the USBH acts towards the
USB host as if the device is connected to one of its ports.

In one embodiment, the USB network comprises several
USB devices at different locations over the network and sev-
eral USB hosts at different locations over the network. Each
USB host is aware of both (i) the various USB devices exist-
ing over the network, which may or may not be available for
USB connections, and (ii) the subset of existing devices that
are also available for USB connections. In one embodiment
the USBH or the USBD delivers the information to the USB
host via a software client, such as a device driver.

In some embodiments, predefined connections may be set
automatically by grouping a predefined USBH with one or
more predefined USBD adaptors, such that when a connec-
tion is created between said adaptors, the USB host connected
to the USBH and the USB devices connected to the USBD
will be connected.

In some embodiments, a USBH is associated with a differ-
ent interface adapter (such as video source) and the USBD is
associated with another adapter (such as video sink). When
the video source and sink are connected, the USBH and
USBD are connected automatically such that all devices con-
nected to the USBD are connected to the USB host connected
to the USBH. In one embodiment, the USBH is associated
with a video source which is also a USB host and the USBD
is associated with a video sink. When the video source and
sink are connected, the USBH and USBD are also connected
automatically such that all devices connected to the USBD, in
particular control devices such as a keyboard, mouse, or
gamepad are connected to the USB host that is connected to
the USBH in order to control the video source.

In another embodiment, a default USBH host is defined for
each USBD. The default USBH is responsible to generate the
connection to its default devices, while the USBD acts as a
host to new USB devices and enumerates the USB devices to
the address state by giving them local addresses. In this
embodiment, the default USBH may decide: (i) to do nothing
with new USB devices, (i) to assign the new USB devices to
itself, or (iii) to assign the new USB devices to another USBH.

In one embodiment, the USB network is flattened into a
single tier by providing the USB Host with a network view
that represents the USBH with all connected USBDs as a
single hub. For example, FIG. 2A illustrates a multi-tier
example of a USB network in accordance with the invention,
while FIG. 2B illustrates a flattened version of the same USB
network. In one embodiment, a user of the USB network is
able to see all USB hosts and devices in the entire USB
network and make connections between USBHs and USBDs
or USBHs and specific USB devices connected to USBDs.

FIG. 3 illustrates a USB connection between a USB device
and a USB host. Until the first dashed “PortStatus”, the hub
announces a USB host that it is connected to a USB device.
From the “PortReset”, the USB devices are enumerated
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because the host assumes it is connected directly to the USB
devices. In order for a USBD to be able to present to a control
point information about USB devices connected to it, the
USBD should start device enumeration up to the Address
State. Then the control point should be able to retrieve USB
descriptors from the devices via network messages. Thus, the
USBD features the functionality of a USB host and it enu-
merates USB devices and manages the USB bus connected to
the USB devices.

In one example, a method for connecting a device located
at a USBD to a USB host located at a USBH includes the
following steps: (i) Creating a network session, or updating an
existing network session between the USBD and USBH; (ii)
Sending, by the USBD to the USBH, A USB_Device_Con-
nect message; and (iii) Assigning, by the USBH, a logical port
to the new USB device and re-enumerating the USB device to
the USB host as if it is connected to a hub.

FIG. 4A and FIG. 5SA illustrate two related embodiments
for connecting USB devices with USB hosts over distinct
network data plane. One of the embodiments includes the
following steps: In step 5al, connecting first and second USB
hosts 41a, 415 with respective first and second USBHs 421,
42b. The USB hosts communicate with their respective
USBHs essentially according to USB specification timings,
and optionally, are connected via standard USB cables. In
step 5a2, connecting first, second, and third USB devices with
respective first, second, and third USBDs. The USB devices
communicate with their respective USBDs essentially
according to USB specification timings, and optionally, are
connected via standard USB cables. In step 5a3, the USBDs
and the USBHs communicate over a network 45a which can
connect each USBD with each USBH. The network may
include network control plane 47 and network data plane 464,
464', and 465. The network control plane, illustrated by 46a
and 465, is used for discovering presence and capabilities of
the USBDs, the USBHs, the USB hosts, and the USB devices.
The network data plane transports USB data between con-
nected USBDs and USBHs. In step 5ad4, at least three con-
nections are initiated. For example, initiating first USB-over-
network-data-plane connections from the first USB host 41a
to the first USB device 43a, via the first USBH 424 and the
first USBD 44a; initiating second USB-over-network-data-
plane connections from the first USB host 424 to the second
USB devices 43a', via the first USBH 424 and the second
USBD 444'; and initiating a third USB-over-network-data-
plane connection from the second USB host 415 to the third
USB device 435, via the second USBH 4254 and the third
USBD 445b. And in step 545, operating the first and third
USB-over-network-data-plane  connections  essentially
simultaneously and without any common network node. In
one example, to say that the first and third USB-over-net-
work-data-plane connections operate essentially simulta-
neously and without any common network node meaning that
the first and second USB hosts are non-collocated USB hosts,
the first and second USBHs are non-collocated USBHs, the
first and third USB devices are non-collocated USB devices,
and the first and third USBDs are non-collocated USBDs.

Still referring to FIG. 4A, the embodiment may further
include disconnecting the first and third USB-over-network-
data-plane connections, initiating a fourth USB-over-net-
work-data-plane connection between the first USB device
43a and the second USB host 425, and initiating a fifth USB-
over-network-data-plane connection between the third USB
device 436 and the first USB host 424. The fourth and fifth
USB-over-network-data-plane connections may operate
essentially simultaneously and without any common network
node. Optionally, the network may guarantee maximum net-
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work latency variation below a first predefined value, and may
guarantee maximum round trip latency over the network data
plane below a second predefined value. Optionally, the
embodiment may further include connecting the USB devices
with the respective USBDs without connecting the USB
devices with any of the USB hosts. at least one of the USB-
over-network-data-plane connections is transmitted over a
cable longer than 5 m. Optionally, the network is an HDBaseT
network. Optionally, the network is a packet switching net-
work. Optionally, the embodiment may further include main-
taining fixed network paths for the USB-over-network-data-
plane connections. Optionally, the network guarantees
throughput of the USB-over-network-data-plane connec-
tions. Optionally, the embodiment may further include utiliz-
ing the network control plane for standby and wakeup tran-
sitions. Optionally, the embodiment may further include
utilizing the network control plane for initiating the first USB-
over-network-data-plane connection. In this case, the topolo-
gies of the network control plane and the network data plane
may not be the same for the first USB-over-network-data-
plane connection. Optionally, the embodiment may further
include utilizing the network control plane for setting the
USB-over-network-data-plane connections. It is noted that
the network control plane may not match exactly the network
data plane in terms of network topology and/or other network
characteristics. Furthermore, a USBD and a USBH are con-
sidered to be connected when a USB-over-the-network con-
nection exists between them. Optionally, the network guar-
antees maximum network latency variation below 50
microseconds. Optionally, the network guarantees maximum
round-trip latency over the network data plane below 200
microseconds. Optionally, the network provides fixed net-
work paths for the USB-over-network-data-plane connec-
tions. In this case, the network may operate like a single
network even when it is composed of two or more sub-net-
works. In addition to the fixed network paths, the network
may guarantee maximum network latency variation below 50
microseconds, and/or may guarantee maximum round-trip
latency below 200 microseconds over the network data plane.
Optionally, the network may guarantee throughput of the
USB-over-network-data-plane connections. In addition to the
throughput, the network may guarantee maximum network
latency variation below 50 microseconds, and/or may guar-
antee maximum round-trip latency below 200 microseconds
over the network data plane.

FIG. 4B and FIG. 5B illustrate two related embodiments
for connecting USB devices with USB hosts over distinct
network paths. One of the embodiments includes the follow-
ing steps: In step 551, connecting first and second USB hosts
41a, 415 with respective first and second USB host adaptors
(USBHs) 42¢, 42d. The USB hosts communicate with their
respective USBHs essentially according to USB specification
timings. In step 542, connecting first, second, and third USB
devices 43a, 434', and 435 with respective first, second, and
third USB device adaptors (USBDs) 44c, 44¢', and 44d,
essentially according to USB specification timings. In step
553, enabling the USBDs and the USBHs to communicate
46¢,46¢', and 46d over anetwork 455 which can connect each
USBD with each USBH. In step 544, at least three connec-
tions are initiated. For example, initiating a first USB connec-
tion over the network between the first USB device 43a and
the first USB host 41a, via the first USBH 42¢ and the first
USBD 44c¢ and over at least one cable longer than 5 m;
initiating a second USB connection over the network between
the second USB device 43a' and the first USB host 41a, via
the first USBH 42¢ and the second USBD 44¢'; and initiating
a third USB connection over the network between the third



US 9,049,041 B2

7
USB device 435 and the second USB host 415, via the second
USBH 424 and the third USBD 44d. And in step 555, oper-
ating the first and third USB connections over the network
essentially simultaneously and without any common network
node.

Still referring to FIG. 4B, the embodiment may further
include disconnecting the first and third USB connections
over the network, initiating a fourth USB connection over the
network between the first USB device 43a and the second
USB host 415, and initiating a fifth USB connection over the
network between the third USB device 435 and the first USB
host 41a. The fourth and fifth USB connections over the
network may operate essentially simultaneously and without
any common network node. Optionally, the network may
guarantee maximum network latency variation below a first
predefined value, and may guarantee maximum round trip
latency over the network below a second predefined value.
Optionally, the embodiment may further include connecting
the USB devices with the respective USBDs without connect-
ing the USB devices with any of the USB hosts. Optionally,
the network is an HDBaseT network. Optionally, the network
is a packet switching network. Optionally, the embodiment
may further include maintaining fixed network paths for the
USB connections over the network. In addition to the fixed
network paths, the network may guarantee maximum net-
work latency variation below 50 microseconds, and/or may
guarantee maximum round-trip latency below 200 microsec-
onds. Optionally, the network may guarantee the throughput
of the USB connections over the network. In addition to the
throughput, the network may guarantee maximum network
latency variation below 50 microseconds, and maximum
round-trip latency below 200 microseconds.

FIG. 4C and FIG. 5C illustrate two related embodiments
for connecting USB devices with USB hosts over a network
supporting distributed initiations of USB connections over
the network. One of the embodiments includes the following
steps: In step 5¢1, connecting first and second non-collocated
USB hosts 41a, 415 with respective first and second non-
collocated USBHs 42e, 42f. The USB hosts communicate
with their respective USBHs essentially according to USB
specification timings. In step 5¢2, connecting first, second,
and third non-collocated USB devices 43a, 43a', and 435 with
respective first, second, and third non-collocated USBDs 44e,
44¢', and 44, essentially according to USB specification tim-
ings. In step 5¢3, enabling the USBDs and the USBHs to
communicate over the network 45¢. The network may include
network control plane and network data plane, wherein the
network control plane enables the USBDs and the USBHs to
discover presence and capabilities of one another. In step 5c¢4,
at least three connections are initiated. For example, initiat-
ing, by the first USBD 44e or the first USBH 42¢, via the
network control plane, a first USB-over-network-data-plane
connection between the first USB device 43a and the first
USB host41a, viathe first USBH 42¢ and the first USBD 44e;
Initiating, by the second USBD 44¢' or the first USBH 42e,
via the network control plane, a second USB-over-network-
data-plane connection between the second USB device 434’
and the first USB host 414, via the first USBH 42e¢ and the
second USBD 44e¢'; And initiating, by the third USBD 44for
the second USBH 42f; via the network control plane, a third
USB-over-network-data-plane connection between the third
USB device 435 and the second USB host 415, via the second
USBH 42fand the third USBD 44f. And In step 5¢5, operating
the first and third USB-over-network-data-plane connections
essentially simultaneously and without any common network
node.
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Still referring to FIG. 4C, the embodiment may further
include terminating the first USB-over-network-data-plane
connection, by the first USBD 44e or the first USBH 42¢, via
the network control plane. Optionally, the network 45¢
includes at least two hops, and the first USBD 43a is initiating
the first USB-over-network-data-plane connection. Alterna-
tively, the network 45¢ includes at least two hops, and the first
USBH 42¢ is initiating the first USB-over-network-data-
plane connection. Optionally, the embodiment may further
include connecting the non-collocated USB devices with the
respective USBDs without connecting the USB devices with
any of the USB hosts. Optionally, at least one of the USB-
over-network-data-plane connections is transmitted over a
cable longer than 5 m. Optionally, the network is an HDBaseT
network. Optionally, the network is a packet switching net-
work. Optionally, the embodiment may further include uti-
lizing the network control plane for initiating the first USB-
over-network-data-plane connection, wherein the topologies
of the network control plane and the network data plane are
not the same for the first USB-over-network-data-plane con-
nection. Additionally or alternatively, the network control
plane may be utilized for standby and wakeup transitions.
Optionally, the network may guarantee maximum network
latency variation below a first predefined value, and may
guarantee maximum round trip latency over the network data
plane below a second predefined value. Optionally, the net-
work may guarantee maximum network latency variation
below 50 microseconds. Optionally, the network may guar-
antee maximum round-trip latency over the network data
plane below 200 microseconds. Optionally, the network may
provide fixed network paths for the USB-over-network-data-
plane connections. In addition to the fixed network paths, the
network may guarantee maximum network latency variation
below 50 microseconds. Additionally, the network may guar-
antee maximum round-trip latency below 200 microseconds
over the network data plane. Optionally, the network may
guarantee the throughput of the USB-over-network-data-
plane connections. In addition to the throughput, the network
may guarantee maximum network latency variation below 50
microseconds, and/or may guarantee maximum round-trip
latency below 200 microseconds over the network data plane.

FIG. 4D and FIG. 5D illustrate two related embodiments
for initiating, by USB device adaptors, USB connections over
a non-USB network. One of the embodiments includes the
following steps: In step 5d1, connecting first and second
non-collocated USB hosts 41a, 415 with respective first and
second non-collocated USBHs 42g, 42/. The USB hosts
communicate with their respective USBHs essentially
according to USB specification timings. In step 542, connect-
ing first, second, and third non-collocated USB devices 43a,
434', and 435 with respective first, second, and third non-
collocated USBDs 44g, 44¢', and 44k, essentially according
to USB specification timings. In step 543, enabling the
USBDs and the USBHs to communicate over the non-USB
network 454, which enables each USBD to discover presence
and capabilities of each USBH. In step 544, at least three
USB-over-network connections are initiated. For example,
receiving, by the first USBD 43a, information about the first
USB host 41a; and then initiating, by the first USBD 434, a
first USB-over-network connection between the first USB
device 43a and the first USB host 41a, via the first USBH 42¢g
and the first USBD 44g; and receiving, by the second USBD
434', information about the first USB host 41a; and then
initiating, by the second USBD 434', a second USB-over-
network connection between the second USB device 43a' and
the first USB host 414, via the first USBH 42¢ and the second
USBD 44g'; and receiving, by the third USBD 435, informa-
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tion about the second USB host 415; and then initiating, by
the third USBD 4354, a third USB-over-network connection
between the third USB device 435 and the second USB host
415, via the second USBH 42/ and the third USBD 444/.

Still referring to FIG. 4D, the embodiment may further
include terminating the first USB-over-network connection
by the first USBD 43a. Optionally, the non-USB network 454
includes network control plane and network data plane. The
network control plane may be used for initiating the first
USB-over-network connection, wherein the topologies of the
network control plane and the network data plane may not be
the same for the first USB-over-network connection. Option-
ally, the embodiment may further include disconnecting the
first and third USB-over-network connections, initiating a
fourth USB-over-network connection between the first USB
device 43a and the second USB host 415, and initiating a fifth
USB-over-network connection between the third USB device
43b and the first USB host 41a. Optionally, the fourth and fifth
USB-over-network connections operate essentially simulta-
neously and without any common network node. Optionally,
the non-USB network may guarantee maximum network
latency variation below a first predefined value, and may
guarantee maximum round trip latency over the network
below a second predefined value. Optionally, the embodiment
may further include receiving by the first USBD 44g the
information about the first USB host 41a before connecting to
the first USB device 43a. Optionally, at least one of the
USB-over-network connections is transmitted over a cable
longer than 5 m. Optionally, the non-USB network is an
HDBaseT network. Optionally, the non-USB network is a
packet switching network. Optionally, the non-USB network
may provide fixed network paths for the USB-over-network
connections. In addition to the fixed network paths, the non-
USB network may guarantee maximum network latency
variation below 50 microseconds, and maximum round-trip
latency below 200 microseconds. Optionally, the non-USB
network may guarantee the throughput of the USB-over-
network-data-plane connections. In addition to the through-
put, the non-USB network may guarantee maximum network
latency variation below 50 microseconds, and maximum
round-trip latency below 200 microseconds.

FIG. 4E and FIG. SE illustrate two related embodiments for
initiating, by USB host adaptors, USB connections over a
non-USB network. One of the embodiments includes the
following steps: In step 5el, connecting first and second
non-collocated USB hosts 41a, 415 with respective first and
second non-collocated USBHs 421, 42;. The USB hosts com-
municate with their respective USBHs essentially according
to USB specification timings. In step Se2, connecting first,
second, and third non-collocated USB devices 43a, 434', and
43b with respective first, second, and third non-collocated
USBDs 441, 44i, and 44, essentially according to USB speci-
fication timings. In step 5¢3, enabling the USBHs and the
USBDs to communicate over the non-USB network 45e. The
non-USB network enables each USBD to discover presence
and capabilities of each USBH. In step 5ed, at least three
connections are initiated. For example, receiving, by the first
USBH 42, information about the first USB device 43a. Then
the first USBH 42/ initiate a first USB-over-network connec-
tion between the first USB host 414 and the first USB device
43a, via the first USBH 42/ and the first USBD 44i; and
receiving, by the first USBH 42/, information about the sec-
ond USB device 43'. Then the first USBH initiate a second
USB-over-network connection between the first USB host
41a and the second USB device 434", via the first USBH 42
and the second USBD 44i; and receiving, by the second
USBH 42/, information about the third USB device 435. Then
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the second USBH 42/ initiate a third USB-over-network con-
nection between the second USB host 415 and the third USB
device 435, via the third USBH 42; and the second USBD 44;.

Still referring to FIG. 4E, the embodiment may further
include terminating the first USB-over-network connection
by the first USBH 42i. Optionally, the non-USB network
includes network control plane and network data plane. The
network control plane may be utilized for initiating the first
USB-over-network connection. In this case, the topologies of
the network control plane and the network data plane may not
be the same for the first USB-over-network connection.
Optionally, the embodiment may further include disconnect-
ing the first and third USB-over-network connections, initi-
ating a fourth USB-over-network connection between the
first USB host 41a and the third USB device 435, and initi-
ating a fifth USB-over-network connection between the sec-
ond USB host 415 and the first USB device 43a. The fourth
and fifth USB-over-network connections may operate essen-
tially simultaneously and without any common network
node. Optionally, the non-USB network 45¢ may guarantee
maximum network latency variation below a first predefined
value, and may guarantee maximum round trip latency over
the network below a second predefined value. Optionally, the
embodiment may further include receiving by the first USBH
42i the information about the first USB device 43a before
connecting with first USB host 41a. Optionally, at least one of
the USB-over-network connections is transmitted over a
cable longer than 5 m. Optionally, the non-USB network is an
HDBaseT network. Optionally, the non-USB network 45¢ is
a packet switching network. Optionally, the non-USB net-
work may provide fixed network paths for the USB-over-
network connections. In addition to the fixed network paths,
the non-USB network may guarantee maximum network
latency variation below 50 microseconds, and maximum
round-trip latency below 200 microseconds. Optionally, the
non-USB network 45¢ may guarantee the throughput of the
USB-over-network-data-plane connections. In addition to the
throughput, the non-USB network may guarantee maximum
network latency variation below 50 microseconds, and maxi-
mum round-trip latency below 200 microseconds.

FIG. 4F and FIG. 5F illustrate two related embodiments for
addressing, by USB host adaptors, packets conveying USB
data over a non-USB network. One of the embodiments
includes the following steps: In step 5/1, connecting first and
second non-collocated USB hosts 41a, 415 with respective
first and second non-collocated USBHs 42/, 42;. The USB
hosts communicate with their respective USBHs essentially
according to USB specification timings. In step 52, connect-
ing first, second, and third non-collocated USB devices 43a,
434', and 435 with respective first, second, and third non-
collocated USBDs 44i, 44i, and 44j, essentially according to
USB specification timings. In step 5/3, enabling, by the non-
USB network 45/, each USBHs to discover presence and
capabilities of each USBDs. The presence and capability
discovery operates over a network, and therefore should oper-
ate even when at least two network hops separate between the
first USBH and the first USBD. In step 5/4 at least three
connections are initiated. For example, initiating a first USB-
over-network connection between the first USB host 414 and
the first USB device 43a; initiating a second USB-over-net-
work connection between the first USB host 414 and the
second USB device 43¢'; and initiating a third USB-over-
network connection between the second USB host 415 and
the third USB device 435, In step 5/5, at least three addresses
are added by the USBHs. For example (i) receiving, by the
first USBH 42, information about the first USB device 43a
and the first USB-over-network connection. The first USBH
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42i is adding the network address of the first USBD 44 to
packets conveying USB data from the first USB host 41a to
the first USB device 43a. (ii) further receiving, by the first
USBH 42/, information about the second USB device 434'
and the second USB-over-network connection. The first
USBH 42i is adding the network address of the second USBD
44i to packets conveying USB data from the first USB host
41a to the second USB device 43a'. And (iii) receiving, by the
second USBH 42/, information about the third USB device
435 and the third USB-over-network connection; and adding,
by the second USBH, network address of the third USBD to
packets conveying USB data from the second USB host to the
third USB device.

Still referring to FIG. 4F, the embodiment may further
include terminating the first USB-over-network connection
by the first USBH 42i. Optionally, the first and third USB-
over-network connections operate essentially simultaneously
and without any common network node. Optionally, the non-
USB network may guarantee maximum network latency
variation below a first predefined value, and may guarantee
maximum round trip latency over the network below a second
predefined value. Optionally, the embodiment may further
include receiving by the first USBH 42i the information about
the first USB device 43a before connecting with the first USB
host 41a. Optionally, at least one of the USB-over-network
connections is transmitted over a cable longer than 5 m.
Optionally, the non-USB network is an HDBaseT network.
Optionally, the non-USB network is a packet switching net-
work. Optionally, the non-collocated USBHs are coupled to
the non-collocated USB hosts via standard USB cables, and
the non-collocated USBDs are coupled to the non-collocated
USB devices via standard USB cables. Optionally, the non-
USB network may guarantee the throughput of the USB-
over-network-data-plane connections. In addition to the
throughput, the non-USB network may guarantee maximum
network latency variation below 50 microseconds, and maxi-
mum round-trip latency below 200 microseconds.

According to USB Specification Revision 2.0, when a USB
device is attached to the system, a USB host is responsible for
assigning a unique address to the device. The address is
assigned after the USB device has been reset by the USB host,
and the USB hub port where the USB device is attached has
been enabled. The USB Specification does not provide a
mechanism for reading the USB device descriptor without
connecting the destined USB host to the USB device. Con-
trary to the USB specification, the disclosed embodiments for
partial USB enumeration do provide a mechanism for reading
the USB device descriptor without connecting the destined
USB host to the USB device.

In one embodiment of partial USB enumeration, each
USBD discovers and connects to the USB devices which are
connected to it. In order to establish the connection, the
USBD acts as a USB host and enumerates the USB devices
according to the standard USB enumeration. The USBD may
perform the entire enumeration procedure, or a partial enu-
meration procedure enabling it to read from the device the
relevant descriptors. In one embodiment, the USBD distrib-
utes the descriptors over the network to the USBHs; alterna-
tively, the USBHs request the descriptors from the USBD
(both referred to as forwarding the descriptors). The USBH
may use the descriptors for either bus management, and/or to
provide information about the device to users/clients and
control points in the network. In summary, the USBD runs
partial enumeration in order to read the descriptors from the
USB devices. Then, the USBD can serve or distribute the
descriptors.
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From the host side of the network, the USBH can request or
receive the USB descriptors obtained by the USBD. Then, the
USBH provides the descriptors to its client, such as a user.
Using the descriptors, the client is aware of all the USB
devices available over the USB network, it can request
descriptors from the available USB devices, and can connect
to one or more available USB devices.

FIG. 6A illustrates possible partial enumeration break-
points on the USB device state diagram of USB Specification
Revision 2.0. FIG. 6B illustrates possible partial enumeration
breakpoints on the USB device state diagram of USB Speci-
fication Revision 3.0. In one embodiment, the partial enu-
meration process is applied by a USBD to USB devices
connected to its downstream USB port. The USBD has partial
USB host functionality enabling it to perform the following
steps: (i) Connect to a USB network of hubs and devices via
a USB cable connected to a downstream USB port. (ii) Com-
municate with the devices/hubs connected to it. (iii) For each
hub connected to the USBD, the USBD enumerates the hub in
order to enable the hub to report to the USBD on USB devices
connected and removed from it. The USB devices may be
connected to the hub directly or connected viaa USB network
that may include additional hubs. (iv) For each non-hub USB
device connected to the network, the USBD enumerates the
USB device until the Address state (i.e., the partial enumera-
tion stops prior to the Configuration state of the USB device),
which is indicated by dotted line 642 on the USB device state
diagram of USB Specification Revision 2.0, and is indicated
by dotted line 652 on the USB device state diagram of USB
Specification Revision 2.0. At the Address state the USBD
may read the USB descriptors from the USB device without
requiring a software driver. Alternatively, the USBD may
enumerate the USB device until the Default state (i.e., the
partial enumeration stops prior to the Addressing state of the
USB device), which is indicated by dotted line 64l on the
USB device state diagram of USB Specification Revision 2.0,
and is indicated by dotted line 651 on the USB device state
diagram of USB Specification Revision 2.0. However, stop-
ping at the Default state may not enable the USBD to read
additional USB devices connected to the USB device having
the zero address.

Still referring to the partial enumeration procedure, when a
USB host is associated with a USB device, it may either
continue with the enumeration process from where the USBD
left in order to complete the enumeration procedure, or per-
form again the entire enumeration procedure.

A benefit of the partial enumeration procedure is that the
USB hosts are able to connect to the USB devices after the
partial enumeration. Thus, the USB hosts connected to the
USB network have data regarding the USB devices available
over the USB network—in a dynamic manner—which
enables the system to add and remove USB devices dynami-
cally. Phrased alternatively, a USB host is aware of the USB
devices only after is it connected to them. On the other hand,
utilizing the descriptors obtained through the partial enu-
meration procedure enable the various USB hosts to be aware
of'the available USB devices without first connecting to them.
This potentially enables all the various USB hosts to be aware
of all the USB devices (because they are still unconnected),
and then each USB host can decide to which USB device it
would like to connect.

FIG. 6C illustrates an alternative embodiment where a
network controller receives the partial enumeration results
from the USBDs, and makes that information available to the
USBHs without having to make connections. The resulting
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system is able to select dynamically the actual connections to
be made because the entire information is available at the
network controller.

FIG. 4G and FIG. 5G illustrate two related embodiments
for initiating a USB-over-network connection based on par-
tial USB enumeration. One of the embodiments includes the
following steps: In step 5¢1, discovering first and second
USB hosts 41a, 415 by respective first and second USBHs
421, 42;. In step 5¢2, reading USB device descriptors of first
and second USB devices 43a, 435 by respective first and
second USBDs 44i, 44/ performing partial USB enumeration.
The partial USB enumeration process stops prior to the con-
figuration state of the USB devices. In step 5¢3, forwarding
the read USB device descriptors to both the first and second
USBHs 421, 42/, wherein the USBDs and the USBHs com-
municate over a network 45¢g that can connect each USBD
with each USBH. And in step 5g4, initiating USB-over-net-
work connections based on the USB device descriptors. For
example, initiating, by the first USBD 44 or the first USBH
42i, a first USB-over-network connection between the first
USB device 43a and the first USB host 41a, via the first
USBH 42; and the first USBD 44i, and based on the USB
device descriptors; and initiating, by the second USBD 44; or
the second USBH 42/, a second USB-over-network connec-
tion between the second USB device 435 and the second USB
host 415, via the second USBH 42/ and the second USBD 44,
and based on the USB device descriptors.

Still referring to FIG. 4G, the embodiment may further
include operating the first and second USB-over-network
connections essentially simultaneously and without any com-
mon network node. Optionally, the network 45¢ includes
network control plane and network data plane. The network
control plane discovers presence and capabilities of the
USBDs, the USBHs, the USB hosts, and the USB devices.
The network data plane transports USB data between con-
nected USBDs and USBHs. Optionally, the first USB-over-
network connection is a first USB-over-network-data-plane
connection. Optionally, the network control plane is initiating
the first USB-over-network-data-plane connection. Option-
ally, terminating the first USB-over-network connection, by
the first USBD or the first USBH, via the network control
plane. Optionally, the topologies of the network control plane
and the network data plane are not the same for the first
USB-over-network connection. Optionally, the network
includes at least two hops, and the first USBD is initiating the
first USB-over-network connection. Optionally, the network
includes at least two hops, and the first USBH is initiating the
first USB-over-network connection. Optionally, the embodi-
ment may further include performing the partial USB enu-
meration without connecting the USB devices with any of the
USB hosts. Optionally, at least one of the USB-over-network
connections is transmitted over a cable longer than 5 m.
Optionally, the network is an HDBaseT network. Optionally,
the network is a packet switching network. And optionally,
the embodiment may further include providing by the net-
work fixed network paths for the USB-over-network connec-
tions.

In one embodiment, as part of the enumeration procedure,
a single hub may communicate with two different USB hosts.
Because the hub cannot operate with two hosts, the USBD
ensures that only one transaction is performed each time.
FIG. 7 illustrates an implementation having a memory, track-
ing over the steps of the transfer, and when a transfer ends the
USBD handles the next transfer. When the memory is full, the
USBD rejects new transfers. More specifically, the USBH
may send a request to a port of a hub; IN request (e.g.
GET_PORT_STATUS); and no data request (e.g.
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CLEAR_PORT_STATUS). DATA and STATUS stages do
not include the local port, need the context of the entire
control transfer. If a SETUP token is received in the middle of
a control transfer, the previous transfer is abandoned. And for
a Multi T-Stream USBD, two USBHs may address the same
hub simultaneously; The USBD shall buffer hub request and
conduct them one at a time.

In one embodiment, a USBD is connected to at least two
USB devices, where each USB device is connected to a dif-
ferent USB host. Since each USB host assigns addresses to its
USB devices independently, the two USB devices may bear
the same address. To prevent such addressing ambiguity
problem, the USBD assigns its own addresses to its USB
devices and the USBH or USBD translates the addresses used
by the USB hosts to the USBD address space. Similarly, a
USB host may address a specific port of the USBH hub, and
the USBH hub forwards the message to the actual hub and
port connected to the real device.

FIG. 6D illustrates one example of a USB device address
translation. In the downstream direction, the USB host speci-
fies USB address on downstream packets; the USBH trans-
lates the address to a USBD (“local”) address (and fixes the
Token CRC); and the USBD uses the local address. In the
upstream direction, the USBD receives a packet in response
to a token with a local address; the USBD sends the packet to
the appropriate USBH, and the USBH transmits the USB
packet in response to a token with the USB address corre-
sponding to the “local” address combination.

FIG. 6E illustrates one example of translating a specific
USBH port command to a corresponding USBD port. This is
used for port requests and/or for Split transactions where a
hub and a port are addressed. In the downstream direction, the
USB host specifies the USBH Hub address and (“logical™)
port; the USBH translates the [USBH Hub address, logical
port] combination to [hub local address, local port] and fixes
the CRC; and the USBD uses the hub local address and local
port. In the upstream direction, the USBD receives a packet in
response to a token with hub local address and local port; the
USBD sends the packet to the USBH; and the USBH trans-
lates the [hub local address, local port] to [T-Hub address,
logical port].

A single hub may communicate with two different USB
hosts, each controlling a port connected to a device connected
to said host. Each request from a hub needs to follow a
protocol comprising a Setup stage, an optional Data stage,
and a Status stage. According to the USB specification, if a
Setup stage is started in the middle of a previous request, the
previous request is abandoned. The USBD butfers request to
the hub and assures that each request is completed before
another request is started. When the buffer memory is full, the
USBD rejects new requests.

USB includes two types of periodic transactions—inter-
rupt transactions and isochronous transactions. For Interrupt
transactions, the USB host is required to transact with the
USB device at least once per interval requested by the USB
device. For Isochronous transactions, the data rate is an
important part of the information, and therefore the informa-
tion should be sent/received at a certain rate. The USB pro-
tocol provides a mechanism for synchronizing a USB device
and a USB host, which relies on the fact that the device
observes the host Microframe clock.

The following embodiment discusses a method for per-
forming periodic USB transactions over a USB network. The
method assumes that at least one USBD is connected over a
network to at least two hosts, and the network has bounded
variable latency. According to the standard USB specifica-
tion, the USB host is responsible for managing the bus trans-
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actions, and divides the time into frames or Microframes. The
host sends a special packet at the start of each Microframe.
The hubs and devices synchronize to the Microframe clock,
which is generated by the host. In one embodiment, the packet
arrival time jitter introduced over the network does not enable
regeneration of the Microframe clock since the packet arrival
time jitter may be greater than the maximum Microframe
clock jitter allowed by the USB specification. As a result, the
USBD cannot just pass through the Microframe packets, but
needs to generate its own Microframe clock as described
below.

The following three alternative embodiments are used to
determine the clock from the Microframes: (i) The clock
frequency is the nominal clock frequency, as determined in
the USB specification (1 milli second frames or 0.125 milli
second micro frames). While this embodiment may work for
interrupt transactions, isochronous transactions may require
that the host and device share the same Microframe clock.
This may be accomplished by the following second and third
alternatives. (ii) The USB estimates the original Microframe
clock from the incoming start of frame packets. For example,
the USBD measures many intervals between start of frame
packets, and calculates the average interval between start of
frames. (ii) The USBH measures the Microframe clock,
which at the USBH does not include the packet arrival time
jitter introduce by the network, and sends the measurement
over the network to the USBD. Then the USBD utilizes the
received measurement to regenerate the Microframes at the
right frequency.

A USB host supplies Microframe clock to the USB bus,
and the USB hubs synchronize to the Microframe clock.
Isochronous transfers assume that the USB host and device
share the same Microframe clock. For the USBD to have the
same Microframe clock as the USB host, the USBH measures
its Microframe clock and transmits the measurement to the
USBD. Then, the USBD adjusts its own generated Microf-
rame clock for the USB device according to the Microframe
clock of the respective USB host.

Isochronous endpoints may synchronize on frame number.
The USBH also sends its SOF tokens containing the frame
number, and the USBD uses the same frame numbers and
transmit isochronous transactions in the proper frame num-
ber.

The USBD functions as a master or as a slave depending on
whether or not it is connected to an active USBH, as illus-
trated in FIG. 16. As long as the USBD is not connected to any
active USBHs, the USBD functions as a master, and uses its
own Microframe clock. Once a USBD is connected to an
active USBH, the USBD functions as a slave of the USBH
master, and the USBD regenerates the Microframe clock of
the master. Itis noted that Microframes were added to the high
speed USB while still maintaining a relationship with the 1
ms frame rate in full speed/low speed. High speed USB uses
a 125 us long Microframe which can specify up to 3 isoch-
ronous or interrupt transfers per Microframe.

For both interrupt and isochronous transactions, the IN and
OUT USB packets, arriving from the USB host via the net-
work, experience packet arrival time jitter induced by the
network latency variation. As a result, the packets may not
satisfy the rate requirement expected by the USB device,
which was designed to operate over a standard USB connec-
tion. Therefore, instead of passing through the periodic trans-
action packets, the USBD retimes the periodic transactions.
The following describes on example of retiming the IN and
OUT transactions by the USBD.

For an IN transaction (from the USB device to the USB
host), the USBD should poll the USB device for data at the
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rate required by the USB device, and send the received data to
the USBH. The USBH buffers the incoming data to absorb the
packet arrival time jitter induced by the network. Concur-
rently, the USB host polls the USBH, and the USBH serves
the USB data to the USB host.

In a case where the USBD and USBH operate with the
same frequency, such as with isochronous communication,
the buffer is long enough to ensure there is no overrun or
underrun.

In one embodiment, the USBD and USBH are not fre-
quency locked, for example when the USBD works at the
nominal rate and not at the estimated rate, and when the host
rate is higher than the device rate the FIFO buffer may be
empty and the USBH returns NAK. If the rate of the USBH is
lower than the rate of the USBD, the FIFO buffer will be full
and the USBH will request the USBD to temporally stop
polling the USB device. In one embodiment, the request to
stop polling is achieved with a designated message. In another
embodiment, the polling is done as long as the USBD receives
a designated message from the USBH.

For OUT transactions (from the host to the device), the
USBH receives the data from the USB host, and sends it to the
USBD. The USBD uses a buffer to store the incoming data.
Then it sends it to the devices according to its own scheduled
transactions. If the USBD and the USB host are frequency-
locked, then a buffer long enough should absorb the network
packet arrival time jitter. If the USBD and the USB host are
not frequency-locked and there is a frequency difference, then
if the rate of the USBD is higher than the USB host, the buffer
will get empty, and the USBD will not send data to the device.
If'the rate of the USB host is higher than the rate of the USBD,
the buffer will get full, and the USBD will request the USBH
to reply with NAK the next time it receives data in order not
to receive additional data until the buffer will forward some of
its data and be able to receive said data.

In one embodiment, the above discussed IN and OUT
periodic USB transactions are Split transactions. The Split
transactions are retimed similarly, while also taking into
account the specific scheduling requirements detailed in the
USB specification. More specifically, the USB specification
requires the USB host to schedule CSPLIT (complete split)
transaction in certain Microframes after the corresponding
SSPLIT (start split) transaction. The USB specification fur-
ther prohibits scheduling of SSPLIT and CSPLIT transac-
tions in certain Microframes. Without rescheduling these
transactions, the packet arrival time jitter introduced by the
network may cause a violation of the USB specification
requirements. Therefore, the embodiment of independently
scheduling the Split transactions, by the USBD, takes into
consideration the USB specification requirements without
relying on certain delay properties of the network.

FIG. 10 illustrates a hub connected to two USB devices,
where each USB device communicates with a different USB
host, where one USB host is a high speed host (USB 2.0 host)
and the other USB host is a Full speed host (USB 1.1 host).

The USBD connected to the network preferably works in
high speed, and high speed capable devices (connected via
USB 2.0 hubs) will communicate in high speed. The USBH
may be connected to a USB 1.1 host, which operates in full
speed. In this case, it is still possible to connect the USB 1.1
host to FS/LS (full speed/low speed) devices connected to the
USBD. In one embodiment, ifthe USB device is connected to
the USBD via a hub, the transaction that originates at the USB
host as a regular FS/LS transaction is converted to a HS (high
speed) split transaction, since the USBD operates the bus at
high speed. In another embodiment, the USBD is made to
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work in FS/LS when it is connected to a USB 1.1 host.
However, in this case the USBD would not be able to operate
with other high speed hosts.

The following are implementation examples of periodic
and non-periodic transactions. For a periodic transaction, the
USBD schedules the required Split transactions as described
before. For non-periodic transactions, the USB host issues a
regular transaction, either the USBH or the USBD translates
the transaction into a Start Split transaction, followed some-
time later by a Complete Split transaction, whose result is to
be returned to the USB host.

In one embodiment, each USB host may comply with the
USB specification, while the combination of both USB hosts
may not comply with the requirements of the USB specifica-
tion. In order to solve such incompliance, the USBD substan-
tially independently schedules the communications to
accommodate both USB hosts bandwidth requirements and
the USB specification requirements. For example, USB host
A requires 70% bandwidth of micro frame #1, and USB host
B requires 70% bandwidth of the same micro frame #1. As a
result, without rescheduling, the USBD would not be able to
accommodate the requirements. Therefore, the USBD
reschedules the requests to accomplish the transmissions.

In one embodiment, the following method is used for a hub
and port status change notification: (i) The USB host polls the
USBH Hub for status. (ii) The USBH keeps a Hub and Port
Status Change Bitmap; The USBH returns its local bitmap.
(iii) The USBD queries DS hubs periodically and sends mes-
sages to the USBHs with relevant Port Status Change Infor-
mation. (iv) The USBH updates its local bitmap (except for
ports that are in virtual connection process). And (v) When a
USBH sends a request to a port of a hub: after a successful
Status Stage of the request, the USBD re-queries the Hub and
Port Status Change Bitmap and sends the result before the
status stage successful handshake; and the USBH updates its
local bitmap.

FIG. 8 illustrates one embodiment of a USB device
removal, comprising the steps of: (i) USBH monitors Port
Status request response indicating the physical removal of a
USB device, (ii) the USBH acts toward the USB host as if it
is a hub and the device was removed from its port, and (iii)
USBH sends a message to the USBD indicating the removal
of the device from the USB host (SMU in FIG. 8).

In one embodiment, a method for disconnecting a USB
device from a USB host without its physical disconnection,
comprising the following steps: receiving an authorized
request to remove a device from a host; The USBH manages
the removal procedure as if it is a hub and the device was
physically removed from its port; The USBH sends a message
indicating the removal of the device to the USBD (SMU in
FIG. 8); And the USBD takes charge of the port (repeats the
partial enumeration process).

FIG. 9 illustrates the process of disconnecting a hub that
also causes disconnection of all devices located downstream
to it. In this embodiment, the USBD sends to the USBH a
message indicating all the devices that need to be removed
from the USB host connected to the USBH. The USBH pro-
ceeds to disconnect the devices one by one as described
before, and sends a message to the USBD (SMU in FIG. 9).
For non-periodic transaction (bulk/control), the USB proto-
col uses data toggling and ACK response to ensure that all
data packets sent are indeed received as detailed in the USB
specification. To ensure that no data packets are lost by the
network the USBD and USBH extend this mechanism to the
communication between the USBD and USBH.

FIG. 11 illustrates an OUT transaction where the USBH
sends the USBD a DATAO0/1 USB packet. When the USBD
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receives a response (ACK/NAK/NYET/STALL) from the
appropriate USB device, it will forward the response along
with the original data token (DATAO/1) signaling whether the
response is for a DATAO or DATA1 packet. If the USBH fails
to receive a response within a predefined time, it resends the
data packet. This mechanism ensures that if a packet is miss-
ing or corrupted by the network, it will be resent. Appending
the DATAO0/1 token to the response ensures that there will be
no “false-ACK” where an ACK intended to a previous packet
is understood by the USBH to apply for a different packet.

FIG. 12 illustrates a situation where a DATAO packet is
sent, the response is delayed beyond the timeout period, and
the USBH resends the DATAO packet. The ACK intended for
the first send trial is received and the USBH sends the next
data packet DATA1, which is lost/corrupted by the network.
Then, the ACK intended for the second trial of the DATAO
packet is received. If DATAO token were not appended to the
ACK, the USBH could mistakenly determine that the ACK
response is for the DATA1 packet.

FIG. 13 illustrates an IN transaction where the USBH
sends an IN token to the USBD, the USBD responds to the
USBH with a DATA0/1 USB packet, the USBH checks that
the packet is valid and sends an ACK response along with the
original data token (DATAO/1) signaling whether the
response is for a DATAO or DATA1 packet. When the USBD
receives the ACK response, it checks that the data toggle is
appropriate and discards the sent DATA packet. If the USBH
fails to receive a response within a predefined time, it resends
the IN token. If the USBD does not receive an ACK response
to a DATA packet, it will resend it as a response to the next IN
token. This mechanism ensures the retransmission of'a packet
that is missing or corrupted over the network. Appending the
DATAO0/1 token to the response ensures that there will be no
“false-ACK” where an ACK intended to a previous packet is
understood by the USBD to apply for a different packet.

FIG. 14 illustrates a situation where an IN token is sent, the
incoming DATAO packet is delayed beyond the timeout
period, and the USBH resends the IN token. Then the original
DATAO packet is received and the USBH sends an ACK
response with a DATAO indication. The USBD receives the
second IN token without receiving an ACK for the first
DATAO packet sent, and resends the DATAO packet. It then
receives the ACK intended for the first send trial, and when
the next IN token arrives it sends the next data packet
(DATA1), which is lost/corrupted by the network. The USBH
receives the resent DATAOQ packet and responds with a second
ACK response with DATAO indication. This ACK response is
then received by the USBD. If the DATAO token were not
appended to the ACK, the USBD could mistakenly determine
that the ACK response is for the DATA1 packet.

Control transfers are composed of a Setup stage, an
optional Data stage and a Status stage. According to the USB
specification, if a Setup stage is started in the middle of a
previous control transfer, the previous transfer is abandoned.
For SETUP tokens the USBH will also send to the USBD a
unique identifier. This identifier will be appended to the ACK
response sent by the USBD to the USBH to ensure that the
USBH matches the ACK response to the correct SETUP
token. FIG. 15 illustrates a situation where the USBH sends a
first SETUP token with an identifier IDO, the USBD forwards
the ACK response from the device to the USBH, but before it
is received by the USBH, the USBH sends to the USBD a
second (different) SETUP token intended for the same device
and is lost/corrupted by the network. The USBH then receives
the ACK response intended for the first SETUP token. If it did
not carry the IDO identifier, the USBH could mistakenly take
the ACK response to apply for the second SETUP token.



US 9,049,041 B2

19

In one embodiment, the mechanism detailed for Non-Pe-
riodic transactions is used for Interrupt transactions. In this
case, the mechanism limits the bandwidth since for each data
packet sent the system waits for the ACK response before
sending the next packet (round trip network delay). Inorder to
avoid this limit, the transmitter sends available data with a
sequential identifier; and the receiver signals the transmitter
on successful packet reception (ACK) and optionally on
missing/corrupt packets (NAK) by sending an ACK/NAK
response with the appropriate sequential identifier. The trans-
mitter buffers the sent packets until an appropriate ACK
response is received. The transmitter resends the missing
packet(s) ifan ACK response is received for a later sent packet
without an ACK response previously received for an earlier
sent packet, or if a NAK response is received. The receiver
also buffers the received packets, and if a packet is corrupt/
missing according to the sequential identifier sequence it will
wait for the missing packet to be resent to it before forwarding
any packets which are later in the sequence than the missing
packet.

For Interrupt IN transactions, if the buffer in the USBH is
full, it signals the USBD to stop polling the device for addi-
tional data packets. And if the USBD buffer is full, it will stop
polling the device for additional data packets. In Interrupt
OUT transactions, if the buffer in the USBH is full, it will
NAK any additional incoming DATA packets. And if the
buffer in the USBD is full, it will signal the USBH to NAK
any additional incoming DATA packets. The signaling
between the USBD and the USBH can be accomplished by
sending a message requesting to stop the polling or accept
data, or by avoiding sending a message requesting to continue
polling or accepting data.

In this description, references to “one embodiment” mean
that the feature being referred to may be included in at least
one embodiment of the invention. Moreover, separate refer-
ences to “one embodiment” or “some embodiments” in this
description do not necessarily refer to the same embodiment.

The invention may include any variety of combinations
and/or integrations of the features of the embodiments
described herein. Although some embodiments may depict
serial operations, the embodiments may perform certain
operations in parallel and/or in different orders from those
depicted. Moreover, the use of repeated reference numerals
and/or letters in the text and/or drawings is for the purpose of
simplicity and clarity and does not in itself dictate a relation-
ship between the various embodiments and/or configurations
discussed. The embodiments are not limited in their applica-
tions to the details of the order or sequence of steps of opera-
tion of methods, or to details of implementation of devices,
set in the description, drawings, or examples. Moreover, indi-
vidual blocks illustrated in the figures may be functional in
nature and do not necessarily correspond to discrete hardware
elements.

While the methods disclosed herein have been described
and shown with reference to particular steps performed in a
particular order, it is understood that these steps may be
combined, sub-divided, or reordered to form an equivalent
method without departing from the teachings of the embodi-
ments. Accordingly, unless specifically indicated herein, the
order and grouping of the steps is not a limitation of the
embodiments. Furthermore, methods and mechanisms of the
embodiments will sometimes be described in singular form
for clarity. However, some embodiments may include mul-
tiple iterations of a method or multiple instantiations of a
mechanism unless noted otherwise. For example, when an
interface is disclosed in one embodiment, the scope of the
embodiment is intended to also cover the use of multiple

20

40

45

55

20

interfaces. Certain features of the embodiments, which may
have been, for clarity, described in the context of separate
embodiments, may also be provided in various combinations
in a single embodiment. Conversely, various features of the
embodiments, which may have been, for brevity, described in
the context of a single embodiment, may also be provided
separately or in any suitable sub-combination. Embodiments
described in conjunction with specific examples are pre-
sented by way of example, and not limitation. Moreover, it is
evident that many alternatives, modifications, and variations
will be apparent to those skilled in the art. It is to be under-
stood that other embodiments may be utilized and structural
changes may be made without departing from the scope ofthe
embodiments.

Accordingly, it is intended to embrace all such alternatives,
modifications, and variations that fall within the spirit and
scope of the appended claims and their equivalents.

What is claimed is:

1. A method for connecting USB devices with USB hosts
over a network supporting distributed initiations of USB con-
nections over the network, the method comprising: connect-
ing first and second non-collocated USB hosts with respective
first and second non-collocated USB host adaptors (USBHs);
the USB hosts communicate with their respective USBHs
according to USB specification timings; connecting first, sec-
ond, and third non-collocated USB devices with respective
first, second, and third non-collocated USB device adaptors
(USBDs), according to USB specification timings; enabling
the USBDs and the USBHs to communicate over the net-
work; the network comprises network control plane and net-
work data plane; the network control plane enables the
USBDs and the USBHs to discover presence and capabilities
of one another; initiating, by the first USBD or the first
USBH, via the network control plane, a first USB-over-net-
work-data-plane connection between the first USB device
and the first USB host, via the first USBH and the first USBD;
and initiating, by the second USBD or the first USBH, via the
network control plane, a second USB-over-network-data-
plane connection between the second USB device and the first
USB host, via the first USBH and the second USBD; initiat-
ing, by the third USBD or the second USBH, via the network
control plane, a third USB-over-network-data-plane connec-
tion between the third USB device and the second USB host,
via the second USBH and the third USBD; and operating the
first and third USB-over-network-data-plane connections
essentially simultaneously and without any common network
node.

2. The method of claim 1, further comprising terminating
the first USB-over-network-data-plane connection, by the
first USBD or the first USBH, via the network control plane.

3. The method of claim 1, wherein the network includes at
least two hops, and the first USBD is initiating the first USB-
over-network-data-plane connection.

4. The method of claim 1, wherein the network includes at
least two hops, and the first USBH is initiating the first USB-
over-network-data-plane connection.

5. The method of claim 1, further comprising connecting
the non-collocated USB devices with the respective USBDs
without connecting the USB devices with any of the USB
hosts.

6. The method of claim 1, wherein at least one of the
USB-over-network-data-plane connections is transmitted
over a cable longer than 5 m.

7. The method of claim 1, wherein the network is an
HDBaseT network.

8. The method of claim 1, wherein the network is a packet
switching network.
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9. The method of claim 1, further comprising providing by
the network fixed network paths for the USB-over-network-
data-plane connections.

10. The method of claim 1, further comprising guarantee-
ing by the network a predefined throughput for the USB-over-
network-data-plane connections.

11. The method of claim 1, further comprising utilizing the
network control plane for initiating the first USB-over-net-
work-data-plane connection; wherein topologies of the net-
work control plane and the network data plane are not the
same for the first USB-over-network-data-plane connection.

12. The method of claim 11, further comprising utilizing
the network control plane for standby and wakeup transitions.

13. A network configured to support distributed initiations
of USB connections, comprising: first and second non-collo-
cated USB hosts configured to connect with first and second
non-collocated USB host adaptors (USBHs), respectively;
the USB hosts communicate with their respective USBHs
according to USB specification timings; first, second, and
third non-collocated USB devices configured to connect with
first, second, and third non-collocated USB device adaptors
(USBDs), respectively, and according to USB specification
timings; wherein the USBDs and the USBHs communicate
over the network; the network comprises network control
plane and network data plane; the network control plane
configured to enable the USBDs and the USBHs to discover
presence and capabilities of one another; the first USBD or
the first USBH is configured to initiate, via the network con-
trol plane, a first USB-over-network-data-plane connection
between the first USB device and the first USB host, via the
first USBH and the first USBD; and the second USBD or the
first USBH is configured to initiate, via the network control
plane, a second USB-over-network-data-plane connection
between the second USB device and the first USB host, via
the first USBH and the second USBD; and the third USBD or
the second USBH is configured to initiate, via the network
control plane, a third USB-over-network-data-plane connec-
tion between the third USB device and the second USB host,
via the second USBH and the third USBD; wherein the first
and third USB-over-network-data-plane connections operate
essentially simultaneously and without any common network
node.

14. The network of claim 13, wherein the first USBD or the
first USBH are further configured to terminate the first USB-
over-network-data-plane connection.

15. The network of claim 13, wherein the network includes
at least two hops, and the first USBD is configured to initiate
the first USB-over-network-data-plane connection.
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16. The network of claim 13, wherein the network includes
at least two hops, and the first USBH is configured to initiate
the first USB-over-network-data-plane connection.

17. The network of claim 13, wherein the network guaran-
tees maximum network latency variation below a first pre-
defined value, and guarantees maximum round trip latency
over the network data plane below a second predefined value.

18. The network of claim 13, wherein the network guaran-
tees maximum network latency variation below 50 microsec-
onds.

19. The network of claim 13, wherein the network guaran-
tees maximum round-trip latency over the network data plane
below 200 microseconds.

20. The network of claim 13, wherein at least one of the
USB-over-network-data-plane connections is transmitted
over a cable longer than 5 m.

21. The network of claim 13, wherein the network is an
HDBaseT network.

22. The network of claim 13, wherein the network data is a
packet switching network.

23. The network of claim 13, wherein the network is con-
figured to provide fixed network paths for the USB-over-
network-data-plane connections.

24. The network of claim 23, wherein the network guaran-
tees maximum network latency variation below 50 microsec-
onds.

25. The network of claim 23, wherein the network guaran-
tees maximum round-trip latency below 200 microseconds
over the network data plane.

26. The network of claim 13, wherein the network is further
configured to guarantee the throughput of the USB-over-
network-data-plane connections.

27. The network of claim 26, wherein the network guaran-
tees maximum network latency variation below 50 microsec-
onds.

28. The network of claim 26, wherein the network guaran-
tees maximum round-trip latency below 200 microseconds
over the network data plane.

29. The network of claim 13, wherein the network control
plane is utilized to initiate the first USB-over-network-data-
plane connection; wherein topologies of the network control
plane and the network data plane are not the same for the first
USB-over-network-data-plane connection.

30. The network of claim 29, further comprising utilizing
the network control plane for standby and wakeup transitions.
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